KOKKUPANEKUJUHEND / ASSEMBLY INSTRUCTION HOME
Komplekt LEIPZIG/Set LEIPZIG 4YOU

A ENNE TOO ALUSTAMIST LUGEGE JUHEND LAEI JA SAILITAGE HILISEMAKS KASUTAMISEKS!

PAKKIKGE KOIK OSAD LAHTI, KONTROLLIGE ULE JA VORRELGE ALLTOODUD LOETELUGA.
ASETAGE KOIK OSAD PUHTALE, TASASELE ALUSPINNALE (NAITEKS VAIBALE). VALTIGE DETAILIDE
KAHJUSTAMIST TOO KAIGUS.

JARGIGE JUHENDIT SAMM-SAMMULT.

KASUTAGE SEIBE ETTENAHTUD KOHTADES. ) .

ARGE KEERAKE KRUVISID LOPUNI KINNI ENNE, KUI KOIK OSAD ON KOKKU PANDUD. ARGE PINGUTAGE
KRUVISID LIGSELT.
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A READ AND SAVE BELOW INSTRUCTIONS BEFORE ASSEMBLY!

PLEASE SEPARATE AND IDENTIFY ALL PARTS, MAKING SURE THAT YOU HAVE ALL OF THE PARTS

LISTED.

TO AVOID ANY SCRATCHES DURING ASSEMBLY, PLEASE ASSEMBLE ON A SOFT MAT OR SIMILAR.

PLAESE ASSEMBLE STEP BY STEP AND FOLLOW THE INSTRUCTIONS.

WASHERS MUST BE USED.

DO NOT COMPLETELY FASTEN EASCH SCREW AND NUT UNTIL ALL THE SCREWS ARE PROPERLY FIXED. DO
NOT OVER FASTEN.
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Install all the relevant screws, but do not tighten them completely at the very beginning.
Tighten the screws fully one by one.
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Don't tighten up the screw before you start next mounting during the

installation.
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Kui kaik kruvid on paigas

Paiialdage koik kruvid jdrgemadda, kuid drge keerake kohe [Gpuni kinni.

eerake need jargemaodda Bpuni kinni.

ﬁar.ge keerake kruvi kinni enne, kui olete jargemadda paigaldanud kaik

teised.
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Install all the relevant screws,but do not tighten them completely at the very beginning. Don't tighten up the screw before you start next mounting during the
Tighten the screws fully one by one. installation.
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Paigaldage kdoik kruvid jargemddda, kuid arge keerake kohe 16puni kinni. A(ge keerake kruvi kinni enne, kui olete jargemddda paigaldanud k&ik
Kui kdik kruvid on paigas, keerake need jargemddda I16puni kinni. teised.







Ax2 Bx1 Cx1

Ex6 Kx6 Lx6 Mx1
Install all the relevant screws,but do not tighten them completely at the very beginning. Don't tighten up the screw before you start next mounting during the
Tighten the screws fully one by one. installation.
O
Paigaldage kdik kruvid jargemddda, kuid arge keerake kohe [6puni kinni. Arge keerake kruvi kinni enne, kui olete jargemodda paigaldanud kdik
Kui kdik kruvid on paigas, keerake need jargemoddda I6puni kinni. teised.
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